
Digital Signage Displays

XN75D-4H2

Key Features

Daisy Chain
The display can mirror the content (to another display)
into its display port out coming from its display port in.
This set up creates a daisy chain like structure allowing
for monitors to be set up as Video Wall mode.

Diogelwch Usb
Mae'r gyfres hon yn gadael i'ch USB a'ch cynnwys gael
eu diogelu o fewn clawr cefn yr arddangosfa. Mae'r clawr
wedi'i ddiogelu gyda sgriw nad yw'n caniatáu unrhyw
ymyrraeth allanol.

Usb Auto-Chwarae
Byddwch yn gallu dangos cynnwys lluniau a fideo yn
awtomatig gyda nodwedd USB Auto-play. Mae
meddalwedd SoC yn rhoi dewis i chi droi swyddogaeth
chwarae auto USB ymlaen gan ei gwneud hi'n hawdd i
ddefnyddwyr terfynol ddangos unrhyw gyfryngau ar y
sgrin a pheidio â phoeni am unrhyw beth arall.

Dyluniad Cynnil
Mae arddangosfeydd y gyfres hon yn arddangos
dyluniad befel hynod gul sy'n dileu'r gormodedd
gweledol, gan gyfeirio ffocws y gynulleidfa ar eich
cynnwys a hysbysebir. Mae'r gyfres hon yn ddymunol
oherwydd ei dyfnder teneuaf ymhlith ein
harddangosfeydd arwyddion digidol.

Methiant Signal
Mae gan ein Meddalwedd SoC amddiffyniad ar gyfer
senario “Dim Signal”. Os caiff y USB ei ddad-blygio ar ôl
i'ch cynnwys gael ei osod i gael ei arddangos gyda USB,
bydd yr arddangosfa naill ai'n dangos eich baner wedi'i
haddasu neu'n chwilio am unrhyw signal arall o
ffynonellau eraill (HDMI, Display Port, ac ati). Mae'r
amddiffyniad methiant hwn wedi'i adeiladu ar gyfer
profiad defnyddwyr uwch.

Symud picsel
Gellir actifadu'r nodwedd Shifting Pixel er mwyn lleihau'r
risg bosibl o lynu delwedd pan fydd cynnwys statig yn
cael ei arddangos dros gyfnodau hir o amser. Mae'r
nodwedd yn symud y ddelwedd ar yr arddangosfa o bryd
i'w gilydd, heb achosi unrhyw ymyrraeth ar y profiad
gweledol.



Arddangos
Screen Size 75" Panel Technology IPS

Backlight Type DLED Brightness (typical) 500 cd/m²

Native Resolution 3840 x 2160 (16:9) - UHD Contrast Ratio (typical) 1200:1 (typ.)

Dynamic Contrast Ratio 50000:1 Panel Life Time ( Min. ) 30000 Hrs

Response Time (typical) 8 ms Active Area (H x V) 1650 (H) × 928 (V) mm

Viewing Angle
178° Vert., 178° Hor.
(89U/89D/89L/89R) @ CR>10

Color Value 1.07G (8bits + FRC)

Color Gamut 72% NTSC Haze Level 3%

Refresh Rate 60 Hz Orientation Landscape / Portrait

Operation Hours 24/7 Area of Usage Indoor

System Adeiledig
Mainboard Model 17MB400VS Operating System Custom OS (built on Android AOSP)

Memory 2 GB DDR4 Storage 16 GB eMMC

Additional Storage Micro SD (up to 1TB) CPU Quad-Core ARM Cortex-A55

GPU ARM Mali-G31 MP2 Wired
10/100 Mbps Ethernet, IEEE 802.1X
Authentication

WiFi
WiFi 5 (802.11 a/b/g/n/ac), IEEE
802.1X Authentication

Bluetooth BT 5.1

HTML5 Browser Vewd Wireless Display Miracast

I/Os cefn

Video Input

4xHDMI2.0, 1xUSB-A 3.0, 1xUSB-A
2.0, 1xUSB-A 2.0 (Internal), 1x Micro
USB

Video Output 1xHDMI2.0

Audio Output Headphone, Optic SPDIF External Control
RS232 (3.5mm jack green), Gigabit
Ethernet (RJ45), Service (RJ12)

External Sensor RJ12

Mechanical
Product Dimensions (WxDxH) 1684 x 73 x 967 mm Package Dimensions (WxDxH) 1948 x 210 x 1170 mm

Product Weight 37.5 kg Package Weight 50.3 kg

Vesa Mounting 600 (W) x 400 (H) mm M8 Bezel Width B: 14 mm, T/L/R: 11 mm

Amodau Amgylcheddol
Operating Temperature 0-40°C Operating Humidity 10-90%

Grym
Power Supply 110 VAC - 240 VAC - 50/60 Hz

Defnydd Pŵer
Typical 192 W Maximum 320 W

Deep Standby ≤0.5 W



Features

Main Features

HTML5 CMS Launcher, Android
CMS Launcher, Open Content
Management Support, Scheduler,
USB-Autoplay, Auto-Launch, HDMI-
CEC, HDMI-Wakeup, Auto-switch on
Failover, Panel Lock, OSD and UI
Rotation, Video Rotation,
NoSignalPowerOff, Pixel shift,
Scheduler, Videowall support,
Remote control via LAN, Real Time
Clock, SNMP

Mechanical Features

Joystick, Rocker Switch, Detachable
Power Cable, Detachable Logo,
Internal USB Cover

Speaker 2x12 W

Affeithiwr

Standard

QSG, IB, Power cord, Remote control
unit, RC battery, Mounting kit, IR
extender cable

Ardystiad
Safety Yes EMC Yes

CE Yes


